Olympia Film Society 

Cinema Technical Specifications:

Screen:

-Harkness perforated screen type P140

Size: 28’ x 21’ (1,33 native aspect ratio)

35mm projection:

-single Century DAW

-Strong Super Lumex with 2k xenon lamp

-Schneider lenses for 1,33, 1,66, 1,85 and Cinemascope aspect ratios

-Cinemeccanica DGB 4x4 film transport

-Dolby Digital penthouse reader

-Component Engineering red LED analog reader

Cinema sound:

-Dolby CP 500 Digital Cinema Processor

-LCR on 3 Mackie Fussion 3000 and 2 Mackie Fussion 1800 SA (for Sub)

-Surrounds are JBL 8330 surround speakers powered by 2 Carver PM700

- Fussion 1800s passive subs

Video formats:

-Beta SP

-DV Cam and Mini DV

-DVD (component and HDMI output):  Panasonic BM ES 15

-VHS

-S-video, VGA and composite patch from stage 

- VGA, DVI, from booth

-Mac G4 tower in booth for multi media playback 

Video Projector:

-Sanyo PLC-XP30

-LCD,  progressive scan, native 1024x768 native resolution, (1,33 native aspect ratio)

-NTSC/PAL compatible

-250w lamp

-inputs: RGBHV, DVI, VGA, Component (Y, Pb/Cb, Pr/Cr), S-Video, Composite

-monitor out options- composite, RGBHV

Video and RGB Scaler/switcher: 

-Inline IN 1404 video/rgb scaler with 4x1 switcher

-NTSC/PAL/SECAM/RGB compatible

-refresh rate up to 120 hz

Discreet Audio mixing from booth:

-Mackie CR1604, 16 channel mic/line mixer

-4channel (2 balanced xlr w/phantom power, 2 unbalanced ¼ “ phono) patch from stage

-cd, cassette& computer playback from booth

